





Wiring Diagram Dryomatic®

WIRING STD. 208/220/3/60 4 WIRE
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Dimensions MODEL R-150, R-300
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Standard Specifications

Dryomatic® Model R-150

Electrical*:
Connected Load:
Process Air Flow:
Reactivation Air Flow:
Seals:

Desiccant*’:
Ingulation:

Filter:

Damper:
Manometer:

Finish:

Operating Weight:
Shipping Weight:
Optional Accessory:

Standard 208/220/3/60. 4 wire

5.5 Kw

150 CFM @ .5 external slatic pressure

70 CFM @ 5™ external stalic pressure

Silicone rubber

28 Ibs. non 1oxi¢, non corrosive 03 on 8 mesh, Dryomatic™ standardg silica gel
Reinforced, laminated fiberglass

(2) 6" x 127 x 2" permanent washable filter, faciory mounted

(2) 68" diameter, single blade with duct mounting for field installation on both outlets
(1) U-tube manometer, 4" scale, with tubes ang probes

Industrial Gray

240 lbs.

285 Ibs. FOB Frederick, MD (factory)

Humidisiat

Dryomatic® Model R-300

Electrical*:
Connected Load:
Process Air Flow:
Reactivation Air Flow:
Seals:

Desiccant**:
Insulation:

Fifter:

Damper:
Manometer:

Finish:

Operating Weight:
Shipping Weight:
Optional Accessory:

Standard 208/220/3/60. 4 wire

10 KW

300 CFM @ .5” external static pressure

140 CFM @ 5" external static pressure

Silicone rubber

45 lps. non toxic, non corrosive 03 on 8 mesh, Dryomatic™ standard silica gel
Reinforced, laminated fiberglass

(2) 127 x 12" x 2" permanent washable filter, factory mounied

(2) 8" diameter, single blade with duct mounting for field installation on both outlets
(1) U-tube manometer, 47 scale, with tubes and probes

Industrial Gray

300 Ibs.

350 Ibs. FOB Frederick, MD (factory)

Humidistat

* Other vollzages and frequencies oplional al extra ¢ost.
°* Aclivated alumina or molecular sieve available {or special apphcations

Consult your nearest representative or the Dryomalic® Division of Airflow Company for additional application information.
A wide range of other models of dehumidifiers are available for enviconmental control of humidity. Airflow Company also
manufactures a full range of special purpose air conditioners for military and industrial applications and the DATAC line of
air conditioners for data processing centers.
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